
HYDRAULIC DRIFTER

BENEFITS

POWER RATING FLUSHING HOLE DIAMETER

OPTIMISED FOR HEAVY-DUTY DRILLING 
OF LARGE-DIAMETER HOLES

HIGH-PERFORMANCE DRIFTER IN 
ALL ITS CONFIGURATIONS

SURFACE:SURFACE: QUARRY, BENCHING, ANCHORING 

UNDERGROUND:UNDERGROUND: BORING, 
LONG HOLE DRILLING

	- Very high energy, low frequency.
	- �Robust body designed for extreme applications. 
	- �Designed for drilling with large-diameter rods. 
	- �Made in France: high quality steels, 

cutting-edge processes.
	- �Montabert hydraulic dampener: protects the 

drifter and enhances the tools’ service life.
	- �Heavy-duty drifter suited to long hole 

drilling in the toughest terrains.

HC160
HC170 

27 KW AIR 89-127 mm



Non-exhaustive list. Please contact us for further information.
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SHANK ADAPTER 

REFERENCE T45M T51M GT60M ST68M
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HC160
HC170

COMPACT AND 
POWERFUL DRIFTER

IMPACT RATING 

POWER OUTPUT (MAX, KW) 17 - 27

PRESSURE (MAX, BAR) 160 - 200

IMPACT FREQUENCY (MAX, BPM / Hz) 2,300 - 2,700 / 38 - 45

IMPACT ENERGY (MAX, J) 453 - 600

AIR/WATER CONSUMPTION 

WATER INJECTION @ 20-30 BAR (L/MIN) 120 - 140

AIR FLUSHING @ 10-12 BAR (M3/MIN) 12

LUBRICATING AIR CONSUMPTION @ 3 BAR (L/MIN) 300

ROTATION SPECS 250cc 315cc

ROTATION SPEED (MAX, RPM) 130 127

OIL FLOW (L/MIN) 65 80

PRESSURE (MAX, BAR) 225 225

TORQUE (MAX, NM) 1612 2031

OVERHAUL KITS REFERENCE

SEAL KIT On request 

800 IMPACT HOURS KIT On request 

1600 IMPACT HOURS KIT On request 

3200 IMPACT HOURS KIT On request 

MACHINE INTEGRATION 

INTELSENSE 
REGULATION 
SYSTEM 

Regulates and adjusts percussive power / Seize 
prevention / Water safety / Regulates torque and 
thrust / Synchronisation for inserting rods into 
shanks 

HOSES 
CONNECTIONS

Rear connection available 
7 - 8 

CRADLE Can be customised on request 

FEED Timberock                   

      

WEIGHT AND DIMENSIONS HC160 HC170

WEIGHT (KG)
STAINLESS STEEL FRONT HEAD 320 320

DIMENSIONS (MM)
A 218 218

B 192 192

C 19 19

D 102 102

E 205 205

F T45M, T51M, GT60M, ST68M 256.5 176.5

G 1269 1269


